Selection and ordering data

LC300 and LC500 Specials™

Article No.

LC300 Cable Extensions,
316L stainless steel %

[
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Kit, stainless steel cable extension, 1 m, A5E01163688
adjustable by customer
Kit, stainless steel cable extension, 3 m, A5E01163689
adjustable by customer
Kit, stainless steel cable extension, 5 m, A5E01163690
adjustable by customer
Kit, stainless steel cable extension, 10 m, A5E01163691
adjustable by customer
Kit, stainless steel cable extension, 15 m, A5E01163693
adjustable by customer
Kit, stainless steel cable extension, 20 m, A5E01163695

adjustable by customer

LC300 Cable Extensions,
316 stainless steel with PFA coating

Kit, PFA cable extension, 1 m
Kit, PFA cable extension, 3 m
Kit, PFA cable extension, 5 m
Kit, PFA cable extension, 10 m
Kit, PFA cable extension, 15 m
Kit, PFA cable extension, 20 m

A5E01163709
A5E01163710
A5E01163711
A5E01163712
A5E01163713
A5E01163714

LC300 and LC500 Specials’

Article No.

LC300 Mounting Eye -

Spare mounting eye (LC300 PFA versions only)  A5E01163717

LC300 Weight Kit, 316L stainless steel

Kit, Spare stainless steel weight. To be used in A5E01163727
any cable version of CLS300, or stainless steel
cable version of LC300

LC500 Gasket (IP65), Silicone

Spare gasket, LC500 enclosure version, IP65 A5E01163728

LC500 Blind Lid -
Spare LC500 aluminum blind lid A5E01163729
LC500 Mounting Eye Ay
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Spare mounting eye (PFA cable version only) A5E01163717

LC500 Mounting Bracket

Spare mounting bracket A5E01163730

LC500 Sanitary Versions?

N Special flange sizes and facings are available.
Please contact a local sales person for details.
2) Please contact a local sales person for part number and pricing.
Customers interested in a custom designed device should consult a local
sales person. For more information, please visit
http://www.automation.siemens.com/aspa_app.


http://www.automation.siemens.com/aspa_app



