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■ Selection and ordering data Article No. Article No.

SITRANS WW100
High accuracy solids weighfeeder for low capacity 
applications. 

7MH7180-

77777 - 7777

Click on the Article No. for the online configura-
tion in the PIA Life Cycle Portal.

Add order code Y71 … Y73 for all models to 
specify design data.

Frame and enclosure construction

304 stainless steel open style 0 B

316 stainless steel open style 0 D

304 stainless steel enclosed style with painted mild 
steel enclosure

1 B

304 stainless steel enclosed style with 304 
stainless steel enclosure

1 D

316 stainless steel enclosed style with painted mild 
steel enclosure

1 G

316 stainless steel enclosed style with 304 
stainless steel enclosure

1 J

316 stainless steel enclosed style with 316 
stainless steel enclosure

1 M

Material containment construction

Add order code Y74 and plain text: "Arc radius in 
inches … XX.XXX inch" for options A … H

Shear gate inlet and skirtboards 304 stainless steel A

Shear gate inlet and skirtboards 304 stainless steel 
with cover

B

Shear gate inlet and skirtboards 304 stainless steel, 
#4 polished

C

Shear gate inlet and skirtboards 304 stainless steel, 
#4 polished with cover

D

Shear gate inlet and skirtboards 316 stainless steel E

Shear gate inlet and skirtboards 316 stainless steel 
with cover

F

Shear gate inlet and skirtboards 316 stainless steel, 
#4 polished

G

Shear gate inlet and skirtboards 316 stainless steel, 
#4 polished with cover

H

Horseshoe inlet 304 stainless steel1) J

Horseshoe inlet 304 stainless steel, #4 polished1) K

Horseshoe inlet 316 stainless steel1) L

Horseshoe inlet 316 stainless steel, #4 polished1) M

Load cell

6 kg (13.2 lb) stainless steel, hermetically sealed 4

12 kg (26.5 lb) stainless steel, hermetically sealed 5

30 kg (66.1 lb) stainless steel, hermetically sealed 6

Speed sensor

500 PPR shaft mounted optical encoder 0

1 000 PPR shaft mounted optical encoder 1

2 500 PPR shaft mounted optical encoder 2

500 PPR shaft mounted optical encoder, 
stainless steel

3

1 000 PPR shaft mounted optical encoder, 
stainless steel

4

2 500 PPR shaft mounted optical encoder, 
stainless steel

5

SITRANS WW100
High accuracy solids weighfeeder for low capacity 
applications. 

7MH7180-

77777 - 7777

Drive configuration
SINAMICS servo motor and drive

200 … 240 V1 ph2) 0 A

380 ... 480 V 3 ph2) 0 B

200 … 240 V 1 ph, with 5 m (16.4 ft) 
communication and power cables

1 A

380 … 480 V 3 ph, with 5 m (16.4 ft) 
communication and power cables

1 B

200 … 240 V 1 ph, with 10 m (33 ft) 
communication and power cables

2 A

380 … 480 V 3 ph, with 10 m (33 ft) 
communication and power cables

2 B

200 … 240 V 1 ph, with 25 m (82 ft) 
communication and power cables

3 A

380 … 480 V 3 ph, with 25 m (82 ft) 
communication and power cables

3 B

200 … 240 V 1 ph, with 50 m (164 ft) 
communication and power cables

4 A

380 … 480 V 3 ph, with 50 m (164 ft) 
communication and power cables

4 B

200 … 240 V 1 ph, with 100 m (328 ft) 
communication and power cables

5 A

380 … 480 V 3 ph, with 100 m (328 ft) 
communication and power cables

5 B

Standard AC gearmotor without drive (Drive 
required for desired belt speed)

Add order code Y76 for IEC or US-R/CSA style

Add order code Y75 reduction ratio in plain text: 
"X:1" for options 6A … 7B, see "Reduction Ratio 
Selection Table" on page 5/7.

220 … 240/380 … 480 V 3 ph 50/60 Hz AC 6 A

575 V 3 ph 60 Hz AC 6 B

Food grade coated AC gearmotor without drive 
(Drive required for desired belt speed)

Add order code Y76 for IEC or US-R/CSA style

220 … 240/380 … 480 V 3 ph 50/60 Hz AC 
epoxy coated gearmotor

7 A

575 V 3 ph 60 Hz AC epoxy coated gearmotor 7 B

Calibration Method

None A

1 calibration chain strand ca. 2.41 kg/m (1.62 lb/ft) B

2 calibration chain strands ca. 4.82 kg/m (3.24 lb/ft) C

3 calibration chain strands ca. 7.23 kg/m (4.86 lb/ft) D

Belt change access side (looking from inlet to 
discharge)

Left hand 0

Right hand 1

© Siemens AG 2017
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Further designs

Please add "-Z" to article no. and specify 
order code(s).

Application Eng. reference number 
(max. 15 characters), specify in plain text.

Y31

Shear gate arc radius: Enter shear gate arc 
radius in inches (xxx.xx inch)3)

Y74

Enter design units (TPH, MTPH, lb/h, kg/h) Y71

Enter design speed (ft/m, m/s) Y72

Enter design capacity/rate Y73

AC gearmotor reduction ratio: Enter reduc-
tion ratio in plain text (X:1) (see "Reduction 
Ratio Selection Table" on page 5/7).

Y75

AC gearmotor style: enter IEC or US-R/CSA Y76

Plastic shear curtain to control dust at the 
infeed for floodable materials and dusty 
applications3)

G11

Pointek CLS100 Capacitance switch for 
plugged discharge chute detection

G12

Siemens start/stop, auto/manual, speed 
control, local operator station

G13

Belt cleaner, stainless steel, nylon brush, 
mounted under belt plow, cleaning dirty 
side of belt

G14

Low weight belt for light loading, low rate 
applications (recommended for under 1 t/h). 
Thermo-plastic, 1 ply, anti-static, FDA 
approved

G15

High temp belt for hot material applications 
(product temp up to 177 °C (350 °F).
High temp silicone, FDA approved

G17

Blue colored belt, polyurethane anti-static 
57 PIW, 2 ply, FDA approved

G18

Manufacturer's test certificate: according to 
EN 10204-2.2

C11

Stainless steel tag [69 x 50 mm 
(2.71 x 1.97 inch)]: Measuring-point 
number/identification (max. 27 characters) 
specify in plain text

Y15

Discharge dust hood, painted mild steel 
with de-dust port1)

H50

Discharge dust hood, 304 stainless steel 
with de-dust port1)

H51

Discharge dust hood, 316 stainless steel 
with de-dust port1)

H52

Custom design
Specify quote reference when ordering

Y99

Operating instructions

All literature is available to download for 
free, in a range of languages, at 

http://www.siemens.com/weighing/documentation

Spare parts Article No.

6 kg (13.2 lb) stainless steel load cell 7MH5117-1QD00

12 kg (26.4 lb) stainless steel load cell  7MH5117-2BD00

30 kg (66.2 lb) stainless steel load cell 7MH5117-2KD00

10 kg (22 lb) nickel plated steel load cell 7MH7725-1EK

15 kg (33.1 lb) nickel plated steel load cell 7MH7725-1EL

20 kg (44 lb) nickel plated steel load cell 7MH7725-1EM

30 kg (66.2 lb) nickel plated steel load cell 7MH7725-1EN

500 PPR optical encoder4) 6FX2001-2PA50

1 000 PPR optical encoder4) 6FX2001-2PB00

500 PPR optical encoder 6FX2001-4QA50

1 000 PPR optical encoder 6FX2001-4QB00

2 500 PPR optical encoder 6FX2001-4QC50

2 500 PPR optical encoder4) 6FX2001-2PC50

Optical encoder connector 6FX2003-0SU12

Optical encoder connector with 20 ft (6 m) 
of cable5)

7MH7723-1KM

WW100 standard belt low capacity A5E30320090

Optical encoder connector with 20 ft (6 m) 
of cable6)

7MH7723-1KD

500 PPR optical encoder, stainless steel 
(connector included)

7MH7723-1HG

1 000 PPR optical encoder, stainless steel 
(connector included)

7MH7723-1HH

2 500 PPR optical encoder, stainless steel 
(connector included)

7MH7723-1HJ

1 calibration chain strand 2.41 kg/m 
(1.62 lb/ft) with mount and spacers 
(Corrosion resistant)

7MH7723-1HP

2 calibration chain strands 4.82 kg/m 
(3.24 lb/ft) with mount and spacers 
(Corrosion resistant)

7MH7723-1HQ

3 calibration chain strands 7.23 kg/m 
(4.86 lb/ft) with mount and spacers 
(Corrosion resistant)

7MH7723-1HR

S110 Control Unit 6SL3040-0JA00-0AA0

S110 basic operator panel (BOP) 6SL3055-0AA00-4BA0

S110 input choke 380 ... 480 V AC 6SE6400-3CC00-2AD3

S110 power module 200 ... 240 V AC 1 ph 6SL321-01SB12-3UA0

S110 power module 380 ... 480 V AC 3 ph 6SL321-01SE11-3UA0

S110 memory card 200 ... 240 V AC 1 ph 7MH7723-1JH

S110 memory card 380 ... 480 V AC 3 ph 7MH7723-1JJ

S110 power cable to servo gearmotor, 
5 m (16.4 ft)

6FX5002-5CG01-1AF0

S110 communications cable to 
servo gearmotor, 5 m (16.4 ft)

6FX500-22DC10-1AF0

S110 power cable to servo gearmotor, 
10 m (32.8 ft)

6FX50-025CG01-1BA0

S110 communications cable to 
servo gearmotor, 10 m (32.8 ft)

6FX500-22DC10-1BA0

S110 power cable to servo gearmotor, 
25 m (82 ft)

6FX500-25CG01-1CF0

S110 communications cable to 
servo gearmotor, 25 m (82 ft)

6FX500-22DC10-1CF0

S110 power cable to servo gearmotor, 
50 m (164 ft)

6FX500-25CG01-1FA0

S110 communications cable to 
servo gearmotor, 50 m (164 ft)

6FX500-22DC10-1FA0

S110 power cable to servo gearmotor, 
100 m (328 ft)

6FX5002-5CG01-2AA0

S110 communications cable to 
servo gearmotor, 100 m (328 ft)

6FX5002-2DC10-2AA0

Servo gearmotor 1FK7032-5AK71-1UU7-
Z E07 + G57 + H11 + 
Q90

© Siemens AG 2017
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2
 

3
 

4
 

5
 

6
 

7
 Article No.

AC 220 … 240/380 … 480 V standard 
gearmotor7)

A5E02796139

AC 575 V standard gearmotor7) A5E02798953

AC 220 … 240/380 … 480 V epoxy coated 
gearmotor7)

A5E02798968

AC 575 V epoxy coated gearmotor7) A5E02798955

Belt 7MH7723-1JG

Termination box mild steel 7MH7723-1ND

Termination box stainless steel 7MH7723-1NE

Bearing replacement kit mild steel (includes 
1 tail bearing, 2 head bearings8)

7MH7723-1HU

Bearing replacement kit stainless steel 
(includes 1 tail bearing, 2 head bearings)8)

7MH7723-1HV

Belt contact replacement kit (includes 
1 belt scraper blade, 2 belt plow blades, 
2 belt guide rollers, 1 belt tension roller, belt 
skirtboard seal strips)8)

7MH7723-1HW

Pulley replacement kit mild steel (includes 
1 drive pulley, 1 driven pulley)8)

7MH7723-1HX

Pulley replacement kit 304 stainless steel 
(includes 1 drive pulley, 1 driven pulley)8)

7MH7723-1HY

Accessories

Start, Stop, Hand/Off/Auto, speed pot 
local operator station

7MH7723-1JA

E-stop push button, enclosed style 3SB3801-0DF3

24 V Power supply, 4 A 6EP1332-1SH52

Power transformer 600 … 480 V AC 3 ph 7MH7726-1AV

CLS100 plugged discharge chute retrofit kit 
(includes CLS100, material hood)

7MH7723-1JE

Siemens, MM420, 0.75 HP 0.55 kW,
380 … 480 V 3 ph 50/60 Hz

6SE6420-2UD15-5AA1

Siemens, MM440, 0.75 HP 0.55 kW,
380 … 480 V 3 ph 50/60 Hz

6SE6440-2UD15-5AA1

Siemens, MM440, 1 HP 0.75 kW,
500 … 600 V 3 ph 60 Hz

6SE6440-2UE17-5CA1

Siemens, MM420/440, Bop keypad 6SE6400-0BP000AA1

Siemens, G120, 0.75 HP 0.55 kW,
380 … 480 V 3 ph

6SL3224-BE155UA0

Siemens Control unit G120, STD RS 485 6SL3244-0BA10-0BA0

VFC, Siemens, G120, Bop keypad 6SL3255-0AA00-4BA1

1) Available with Frame Construction options 0B ... 0D only.
2) Communication and power cables required.
3) Available with Material Containment options A ... H only.
4) For use with 5 V DC supply from RS 422 circuit card.
5) For use with PPR optical encoders: 6FX20012PA50, 6FX20012PB00, 

6FX20012PC50.
6) For use with PPR optical encoders: 6FX20014QA50, 6FX20014QB00, 

6FX20014QC5.
7) Specify Y75 reduction ratio on the order.
8) Suitable for weighfeeders made in CA prior to 2016.

© Siemens AG 2017
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